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1. FUNCTIONS & FEATURES
● FTF LCD display
● 12/24V voltage(4W version only)
● Full alloy body for heat radiation
● Programmable keypad
● CTCSS/DCS (optional)
● Wireless microphone control(optional)
● Cell-phone APP control (optional)
● AM/FM multi norms
● Flexible menu and programming software
● DTMF
● SQ, ASQ
● SQ, ASQ open/close value setting
● RF Gain 
● Scan
● Dual watch
● Programmable RB
● CH9/19
● NB/ANL
● HI-CUT
● Voltage protection
● 8 memory channel
● TOT
● Backlight control
● Automatic power on
● Keypad lock
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Front Panel

Rear Panel

GETTING ACQUAINTED

NO. Key Functions
1 Power On/Off/Mute

2 Programmable Key 1

3 Programmable Key 2

4 Programmable Key 3

5 Programmable Key 4

6 Programmable Key 5

7 Programmable Key 6

8 Function Menu key
9 MIC Microphone Jack

10 Channel Switch/Push key/ Key lock

NO. Functions
10 External Speaker Jack
11 Antenna Jack

MIC

P1 FUNCP4

P5

P6

P2

P3

2 5

1 8
3 6

10

4 7

ANT EXT SP

9
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Microphone

KEY FUNCTION OPERATION

1. Short press  key, the radio emit a prompt and LCD display on.
2. Power off radio: hold  key, until LCD display off.
3. when radio is powered on, short press  key, LCD displays 
AUDIO:MT, the radio volume will mute.
short press  key, LCD displays AUDIO: Esc, radio will recover last volume level.

Channel switch~PUSH
1. Turn channel switch anti-clockwise to move to down channel, turn it clockwise to up 
channel. 
2. Fast channel adjust: short press [PUSH] key to adjust channel by 10 steps each push. 
3. Key lock: Hold [PUSH] key, LCD displays Key Lock, All keys except [PTT] key are 
locked.
Hold [PUSH] key again to unlock the key.

Channel Down Channel UP

Microphone cable

Mic

PTT

Connector
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1.Short  to switch between 3 groups of self define funciton keys.
2.Long press  to enter background function menu.

[P1]~[P6]
This radio has 6 self define keys , , , , , ,each key can set 3 
functions.
P1~P3 matching the 3 function display in left side LCD, P4~P6 matching the functions 
display in the right side of the LCD; Please refer to KEY MENU operation to allocate key 
functions.

MOD: AM/FM mode
1.Short press  key to choose programmed function group.
2.Short press the programmable key which allocated as MOD function, the LCD displays 
MOD:XX.
3.Short press it again or turn channel switch to switch between FM→AM.
4.Press [PUSH] key or  key to store setting and exit.

RFG: Adjust RF gain
1.Short press  key to choose programmed function group.
2.Short press the programmable key which allocated as RFG function, LCD displays 
RFG: XX.
3.Short press it again or turn channel switch to adjust RF gain level.
4.Press [PUSH] key or  key to store setting and exit.
Note: When RFG is ON, LCD will display the level accordingly.

EMG: CH9/CH19
1.Short press  key to choose programmed function group..
2.Short press the programmable key which allocated as EMG function, first press is 
choose CH9.
3.Short press it again, will choose CH19.
4.Short press it third time, will return to last normal channel.

P1 P4

P5

P6

P2

P3
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VOL: Volume level control
1.Short press  key to choose programmed function group. 
2.Short press the programmable key which allocated as VOL function, LCD displays VOL: 
XX.
3.Turn channel switch to adjust volume level.
4.Press [PUSH] key or  key to store setting and exit.

SQL:  
Short press: Squelch level control
1.Short press  key to choose programmed function group..
2.Short press the programmable key which allocated as SQL function, LCD displays SQ: 
XX.
3.Turn channel switch to adjust S level.
4.Press [PUSH] key or  key to store setting and exit.

Long press: ASQ level control
1.Short press  key to choose programmed function group.
2.Long press the programmable key which allocated as ASQ function, LCD displays ASQ: 
XX.
3.urn channel switch to adjust ASQ level.
4.Press [PUSH] key or  key to store setting and exit.
5.Long press the programmable key again to turn on SQL function.

DSP: Channel/Frequency display mode.
1.Short press  key to choose programmed function group.
2.Short press the programmable key which allocated as DSP function, LCD displays 
DSP:XX.
3.Short press it again or turn channel switch to switch between CH→FRQ.
4.Press [PUSH] key or  key to store setting and exit.

SCA: 
Short press: Turn on scan function
1.Short press  key to choose programmed function group..
2.Short press the programmable key which allocated as SCA function, LCD displays“S”.
3.During scanning, turn channel switch to change scan direction.
4.Press [PUSH] key or  key exit scan.

Long press: add/delete scan list
In channel mode, Long press  the programmable key which allocated as SCA function to 
add or delete channel from scan list.
1.  When the LCD displays“S”means current channel is in scan list.
2.  When the “S”disappear, means current channel is deleted from scan list.
Note: this function is same as the channel menu 2 control
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MEM: 
Short press: use memory channel
1.Short press  key to choose programmed function group.
2.Short press the programmable key which allocated as MEM function to enter memory 
channel, turn channel switch to choose memory channels.
3.Short press it again to store setting and exit.

Long press: Memory channel store position
1.Choose a channel
2.Short press  key to choose programmed function group.
3.Long press the programmable key which allocated as MEM function , the LCD displays 
memory channel number, turn channel switch to choose channel number(CH-01~CH-08), 
Long press [MEM] key until LCD displays the stored channel.

1.when the channel number is not flash, means the channel already stored into »»
memory channel.
2.when the channel number is flash, means the channel is not into memory »»
channel.

DW: Dual-watch control
1.Choose first dual-watch channel,and select working mode(AM or FM)
2.Short press  key to choose programmed function group.
3.Short press  the programmable key which allocated as DW function, LCD flashes and 
displays “D” 
4.Turn channel knob to choose second dual-watch channel, short oress other self-define 
key to set working mode(AM or FM)
5.Short press allocated the programmable key again to turn on DW fuction,LCD displays 
"D"
6.Press [PUSH] key or  key to exit dual-watch function.

CAL:  transmit DTMF code
1.Short press  key to choose programmed function group.
2.Short press  the programmable key to transmit DTMF code which allocated as CAL 
function.
Note:This function is valid only when the CALL set with valid DTMF group. refer 
page X or page X of Call setting  for details.

NB: NB/ANL function
1.Short press  key to choose programmed function group.

displays NB:XX.
3.Short press it again or turn channel switch to NB/ANL function between ON-OFF.
4.Press [PUSH] key or 

2.Short press  the programmable key which allocated as NB/ANL function, LCD
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RB: RB function
1.Short press  key to choose programmed function group.
2.Short press  the programmable key which allocated as RB function, LCD displays 
RB:XX.
3.Short press it again or turn channel switch to choose RB group
4.Press [PUSH] key or  key to store setting and exit.

HIC: HI-CUT function
1.Short press  key to choose programmed function group.
2.Short press  the programmable key which allocated as HIC function, LCD displays 
HIC:XX.
3.Short press it again or turn channel switch to switch between ON→OFF.
4.Press [PUSH] key or  key to store setting and exit.

TSQ: CTCSS/DCS  encode (optional)
1.Short press  key to choose programmed function group.
2.Repeatedly short press  the programmable key which allocated as TSQ function , LCD 
displays TSQ:XX 
(Note:refer page X of CTCSS/DCS code setting  for details)
3.Short press it again or turn channel switch to switch between ON→OFF
4.Press [PUSH] key or  key to store setting and exit.
Note:This function is available only when install Optional CTCSS board.

XX:The current key not setting function.
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How to enter function menu:
1.Long press  key to enter SELECT MENU interface.
2.Short press  key,  key or turn channel switch to move cursor, to choose menu.
 (Note: short press  key will fast turn menu page).
3.Press [PUSH] key to enter FUNC MENU .
4.Short press  key,  key or turn channel switch to move cursor to set for choose 
function.

1.  BEEP: Beep sound
1.Enter FUNC MENU, choose NO. 1 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.turn channel switch to choose wanted setting.
4.Press [PUSH] key or  key to confirm and exit.

2.  TOT: Time out timer
1.Enter FUNC MENU, choose NO. 2 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting. This radio has OFF~30Min, total 
30minutes available. , OFF is turn off TOT function.
4.Press [PUSH] key or  key to confirm and exit..

3.  DIM: backlight level control
1.Enter FUNC MENU, choose NO. 3 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.turn channel switch to choose wanted setting. This radio has 1,2,3 total 3 level 
available.
4.Press [PUSH] key or  key to confirm and exit..

BACKGROUND FUNCTION MENU OPERATION

4.  VOL: Volume level control
1.Enter FUNC MENU, choose NO. 4 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted level, This radio has 1~56 total 56 levels  
available.
4.Press [PUSH] key or  key to confirm and exit..
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5.  SQL: Squelch level
1.Enter FUNC MENU, choose NO. 5 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted level, This radio has OFF~28 total 29 levels 
available.
4.Press [PUSH] key or  key to confirm and exit..

6.  ASQ: ASQ level
1.Enter FUNC MENU, choose NO. 6 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted level, This radio has 1~9 total 9 levels available.
4.Press [PUSH] key or  key to confirm and exit..

7.  RFG: RF gain
1.Enter FUNC MENU, choose NO. 7 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted level, This radio has AU.  OFF~30 total 12 levels 
available.
AU: Turn on automatically RF gain control.
OFF~30:  Turn on RF gain control,  each level stands for attenuated level.
4.Press [PUSH] key or  key to confirm and exit..

8.  DSP: Channel/frequency display mode
1.Enter FUNC MENU, choose NO. 8 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting..
4.Press [PUSH] key or  key to confirm and exit..

9.  KEYs:  key function group setting
1.Enter FUNC MENU, choose NO. 9 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting. This radio has 1/2/3.  1/2.  2/3.  1/3 total 
4 combinations available.
4.Press [PUSH] key or  key to confirm and exit..
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10.  SCM: scan method
1.Enter FUNC MENU, choose NO. 10 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting.
SQ: Squelch scan.
TI: time scan.
4.Press [PUSH] key or  key to confirm and exit..

11.  SCRT: scan exit time setting
1.Enter FUNC MENU, choose NO. 11 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting. This radio has 5S~30S total 6 levels 
available.
4.Press [PUSH] key or  key to confirm and exit..

12.  AOP: Automatic power on
1.Enter FUNC MENU, choose NO. 12 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting.
ON: Turn on Automatic power on.
OFF: Turn off Automatic power on.
4.Press [PUSH] key or  key to confirm and exit.

14.  RST: Resume factory default
1.Enter FUNC MENU, choose NO. 14 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose wanted setting.
OPT: All function settings resume factory default.
ALL: All channel and function settings resume factory default.
4.Press [PUSH] key to confirm.
5.Press  key to stop and exit resume default function, 

13.  SWR:Standing wave ratio test
(Note:connect a 50 ohm load before testing SWR !)
1.Enter FUNC MENU,choose NO.13 function menu.
2.Press [PUSH] key to enter function setting.
3.Turn channel switch to choose wanted setting.
 Continue:enter into  SWR testing.
 No:exit.
4.press [PUSH] key to confirm.
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Note: Only when current channel has store DMTF group, the Call setting will work.»»
(Refer to DTMF MENU setting)»»

How to enter public menu: 
1.Long press  key to enter main MENU interface.
2.Short press  key,  key or channel switch to move cursor,  to choose menu group. 
(Note: short press  key can fast turn page)
3.Press [PUSH] key to enter PUD MENU .
4.Short press  key,  key or channel switch to move cursor, to choose wanted menu 
setting.
5.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
6.Turn channel switch to choose wanted setting.
7.Press [PUSH] key or  key to confirm and exit.

Note: Public function menu offer one-time setting for all channels.

PUBLIC DATA FUNCTION MENU OPERATION

NO. LCD display Function detail Setting details

1 A/FM   XXX AM/FM switch FM: Turn on FM mode.
AM: Turn on AM mode.

2 NB     XXX OFF: Turn off NB/ANL function.
ON: Turn on NB/ANL function.

3 HIC    XXX HI-CUT on/off OFF: Turn off HI-CUT function.
ON: Turn on HI-CUT function.

4 RB   XXX RB groups setting OFF-5,  total 6 groups. 
OFF: Turn off RB function.

5 BUSY  XXX Busy channel lock OFF: Turn off busy channel lock function.
ON: Turn on busy channel lock function.

6 BOT   XXX Call setting OFF: Press PTT will not transmit DTMF code.
1~16:  Press PTT to transmit DTMF code.

7 EOT   XXX Call setting OFF: Release PTT will not transmit DTMF code.
1~16: Release PTT to transmit DTMF code.

8 CALL   XXX Call setting OFF: Press CALL key will not transmit DTMF code.
1~16: Press CALL key to transmit DTMF code.

NB/ANL function 
setting
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How to enter channel menu:
1.Long press  key to enter main MENU interface.
2.Short press  key,  key or Turn channel switch to move cursor, to choose menu 
group.(Short press  key can fast turn page).
3.Press [PUSH] key enter channel menu .
4.Short press  key,  key or Turn channel switch to move cursor to choose wanted 
menu setting.(Short press  key can fast turn page).
5.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
6.Turn channel switch to choose wanted setting.
7.Press [PUSH] key or  key to confirm and exit.
Note: Channel funciton menu is used to edit the setting for current channel.

CHANNEL FUNCTION MENU OPERATION 

NO. LCD display Function detail Setting details

1 PD   XXX Public channel setting

OFF: Public setting disable.
(The separate channel setting is valid for single 
channel only.)
ON: The public setting is valid for all channels.

2 SCAN   XXX Scan add/delete 
setting

ADD: Current channel add into scan list.
DEL: Current channel delete from scan list.

3 RCDT   XXX Receiver CTCSS/
DCS encode setting

Long press [PUSH] key to choose wanted setting: 
CTC: 67.0Hz~250.3Hz,  total 38 groups.
DCS: D023N~D754N,  total 104 groups.
OFF: Turn off CTCSS/DCS encode.
Long press [PUSH] key to confirm and exit.
Note: This is function is optional.

4 TCDT   XXX Transmit CTCSS/
DCS encode setting

When PD is on, the following menu is hiding, when PD is OFF, the following menu will appear.

5 A/FM   XXX Mode setting FM: Turn on FM mode.
AM: Turn on AM mode.

6 NB     XXX NB/ANL function OFF: Turn off NB/ANL function.
ON: Turn on NB/ANL function.

7 HIC    XXX
HI-CUT function 
setting

OFF: Turn off HI-CUT function.
ON: Turn on HI-CUT function.

8 RB   XXX RB setting OFF-5,  total 6 groups available.
OFF: Turn off RB function.

9 BUSY  XXX Busy channel lock 
function.

OFF: Turn off busy channel lock function.
ON: Turn on busy channel lock function.

10 BOT   XXX Call setting OFF: Press [PTT] will not transmit DTMF code.
1~16:  Press [PTT] to transmit DTMF code.

11 EOT   XXX Call setting OFF: Release [PTT] will not transmit DTMF code.
1~16: Release [PTT] to transmit DTMF code.

12 CALL   XXX Call setting OFF: Press CALL key will not transmit DTMF code.
1~16: Press CALL key to transmit DTMF code.

setting
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How to enter DTMF encode setting: 
1.Long press  key to enter main MENU interface.
2.Short press  key,  key or Turn channel switch to move cursor,  to choose menu 
group.(Short press  key can fast turn page).
3.Press [PUSH] key to enter DTMF MENU .
4.short press  key,  key or Turn channel switch to move cursor to choose wanted 
setting. 

1.  DTMF: Encode setting
1.Enter DTMF MENU, choose NO. 1 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group.
4.Long press [PUSH] key edit code, Red character stands for current editing digit, Turn 
channel switch to edit it, Press [PUSH] key to edit next digit.
5.Long press [PUSH] key or  key to confirm and exit..

2.  SND-T: Transmit time setting
1.Enter DTMF MENU, choose NO. 2 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group, This radio has 10ms~500ms total 50 levels 
available.
4.Press [PUSH] key or  key to confirm and exit.

3.  FIR-T: First digit time setting
1.Enter DTMF MENU, choose NO. 3 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group, This radio has 0~1000ms total 11 levels  
available.
4.Press [PUSH] key or  key to confirm and exit.

Note: Only when current channel has store DMTF group, the Call setting will work
(Refer to DTMF MENU setting)

DTMF encode setting
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4.  PRE-T: Pre-loading time setting
1.Enter DTMF MENU, choose NO. 4 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group, This radio has 100ms~2500ms total 25 levels  
available.
4.Press [PUSH] key or  key to confirm and exit.

5.  DELAY: #.  * delay time  setting
1.Enter DTMF MENU, choose NO. 5 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group, This radio has 0~1000ms total 4 levels  available.
4.Press [PUSH] key or  key to confirm and exit.

6.  D-FUN: D function key setting
1.Enter DTMF MENU, choose NO. 6 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose group, This radio has D~16S total 17 levels  available.
4.Press [PUSH] key or  key to confirm and exit.

7.  DISP: Code  display setting
1.Enter DTMF MENU, choose NO. 7 function menu.
2.Press [PUSH] key to enter function setting, the chosen menu value in LCD will turn to 
green color.
3.Turn channel switch to choose setting: 
ON: When transmitting DTMF code, LCD displays corresponding setting.
OFF: When transmitting DTMF code, LCD not display corresponding setting.
4.Press [PUSH] key or  key to confirm and exit.
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1.Long press  key to enter main MENU interface.
short press  key,  key or Turn channel switch to move cursor, to choose menu 
group.(Short press  key can fast turn page).
2.Press [PUSH] key to KEY MENU .
3.Turn channel switch to choose wanted function
4.Short press [PUSH] key to choose Key function group.
5.Short press ~  keys to choose the key for allocated the function.
6.Press  key to confirm and exit.

Self –define key setting: 
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AVAILABLES DCS CODES  

1 D023N 27 D152N 53 D311N 79 D466N 

2 D025N 28 D155N 54 D315N 80 D503N 

3 D026N 29 D156N 55 D325N 81 D506N 

4 D031N 30 D162N 56 D331N 82 D516N 

5 D032N 31 D165N 57 D332N 83 D523N 

6 D036N 32 D172N 58 D343N 84 D526N 

7 D043N 33 D174N 59 D346N 85 D532N 

8 D047N 34 D205N 60 D351N 86 D546N 

9 D051N 35 D212N 61 D356N 87 D565N 

10 D053N 36 D223N 62 D364N 88 D606N 

11 D054N 37 D225N 63 D365N 89 D612N 

12 D065N 38 D226N 64 D371N 90 D624N 

13 D071N 39 D243N 65 D411N 91 D627N 

14 D072N 40 D244N 66 D412N 92 D631N 

15 D073N 41 D245N 67 D413N 93 D632N 

16 D074N 42 D246N 68 D423N 94 D654N 

17 D114N 43 D247N 69 D431N 95 D662N 

18 D115N 44 D252N 70 D432N 96 D664N 

19 D116N 45 D255N 71 D445N 97 D703N 

20 D122N 46 D261N 72 D446N 98 D712N 

21 D125N 47 D263N 73 D452N 99 D723N 

22 D131N 48 D265N 74 D454N 100 D731N 

23 D132N 49 D266N 75 D455N 101 D732N 

24 D134N 50 D271N 76 D462N 102 D734N 

25 D143N 51 D274N 77 D464N 103 D743N 

26 D145N 52 D306N 78 D465N 104 D754N 

 

 



 




